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ALL STEEL BLUE TORQUAY BOOTS ARE 
INDEPENDENTLY CERTIFIED TO MAJOR 
INTERNATIONAL SAFETY STANDARDS.

 Meets International Safety Standards 
✓	Australian/NZ Standard AS/NZS 2210.3 
✓	American Standard ASTM F2413 
✓	European Standard EN ISO20345

TORQUAY E H (82753 9)  FE AT U R E S:

ELECTRICAL 
HAZARD

COMPOSITE 
TOE CAP

NITRILE 
OUTSOLE

SIZES:

Description: 150mm derby style lace and zip up ankle boot with 
padded collar and tongue, plus mako toe guard.

Upper Materials: Cowhide water-resistant waxy leather and 
stitched with nylon thread. Non-Corrosive Lacing.

Toe Cap: 200J Composite.

Lining Materials: This boot is lined with Spacer Mesh®, 
which is a soft, non-abrasive, hydrophobic material that wicks 
perspiration away from the foot, enabling the skin to remain 
cool and dry.

Full Innersole: A full length footbed that is inserted into the 
footwear to offer additional support and comfort. This footbed 
is made from soft polyurethane that will retain its shape and 
thickness throughout the life of the boot.

Insole: Heavy-duty, flexible anti-bacterial non-woven insole.

Midsole: Directly moulded Polyurethane midsole for greater 
shock absorption. 

Outsole: Oil and acid resistant nitrile rubber outsole, which is 
heat resistant to 300oC (572oF).

Trisole™ Comfort Technology Soling System:  
The Steel Blue soling system is a patented three density soling 
system that offers a high level of comfort, shock absorbency and 

energy return. The system uses PORON® as energy absorbing 
pads under the pressure points of the foot to give the wearer 
superior comfort and offers similar shock absorbency and comfort 
to sports footwear.

Our non-conductive footwear is designed to reduce the 
hazards due to accidental contact with live electrical circuits, 
electrically energized conductors or parts of apparatus up to 
600 volts (AC).

These Steel Blue shoes are clearly marked and have a distinct 
yellow colour plug in the rubber sole. This footwear is not suitable 
where anti-static properties are needed.

Note: EH Series footwear is intended for use as secondary 
protective personal equipment. It is to be used in conjunction 
with primary protective equipment in areas and environments 
where there is a need to reduce the risk of electric shock due 
to accidental contact with live electric wires.

EH Series: Electric Shock Resistant: 18000 volts at 60 Hz  for 
1 minute in dry conditions, leakage current of less than 1 
milliamperes. Meets requirements for American Standard ASTM 
F 2413 - EH. Warning: Electrical shock resistance deteriorates 
rapidly in a wet environment and with wear.

WATER 
RESISTANT

Black

TORQUAY EH.

 3 - 14 
 6.5 - 12.5 (half sizes 

available)  


